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Circular DIN Receptacles
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Part Numbers
No. of Standard Standard Standard with Shielded with Shielded with Shielded with
Pagsitions Shisided 4 Moumting Holes 2 Mounting Holes 4 Mounting Holes Grounding Fingers
4 211508-1 212043-1 -— 212032-1 - —
5 211450-1 212044-1 212476-1 520842-1 520904-1 7504771
6 211509-1 212045-1 786290-1 — — 786676-1
7 211510-1 212046-1 786165-1 520843-1 —_ —
8 2115111 212047-1 —_ 2120341 .- 787013-1

Notes: 1. For applications requiring a 3-position connector, use a 5-position connector (contact positions 4 and 5 not used).
2. For receptacles with alternate mating face layouts or pc board hole patterns, consult AMP.

Circular DIN Plug Kit
Part Numbers
.150-.200 .200-.250 .250-.300
No. of [3.81-5.08] [5.08-6.35] [6.35-7.62]

Positions Cabie Diameter Range Cable Diameter Range Cable Diameter Range

’i"'l'l::g/“ Ferrule 33.‘.3:% Ferrule ﬁ‘m:{% Forrule
4 212437-2 212435-7 212437-2 212435-8 212437-2 212435-9
5 212437-3 212435-7 212437-3 212435-8 212437-3 212435-9
6 212437-4 212435-7 212437-4 212435-8 212437-4 212435-9
7 2124375 212435-7 212437-5 212435-8 212437-5 212435-9
8 212437-6 212435-7 212437-6 212435-8 212437-6 212435-9

Notes: 1. A complete assembly requires shield/housing, ferrule and contacts.
2. For applications requiring a 3-position connector, use a 5-position connector (contact positions 4 and 5 not used).
3. Ordes Cord Guards separately: Part No. 212800-1 for Cable Diameter .150-.250 {3.81-6.35]; Part No. 212800-3 for Cable Diameter ,250-.300 [6.35-7.62].

. Part Numbers
Pin Contacts Contact Plating Tooling
e - Applicator No. for
e O Applicator No. for  AMP-O-MATIC  Hand
Tin Silver  AMP-Q-LECTRIC  Stripper-Crimper Tool
Machine No. Machine No.
354500-1 854040-3
28-22 AWG Strip 66726-2  66728-3  466644-4 466966-1 —
[0.08-0.4 mn¥]  Loose Form  66728-5 — — — 90407-1
24-20 AWG Strip 667352  66735-6 — 466970-1 —
[0.2-06 mm?]  Loose Form 667354 — — — 90413-1

Ferrule Clinching Dies Cable Dia. Die Set Cable Dia. _ rPie Set Contact Extraction Tool
For Hand Tool 1:::':’75 Part No. 2::":50 art No. Part No. 91144-1
Part No. 69710-1 . . g .225-. ~ ;

3.81-4.45 562151 5.72-6.35 56215-4 Contact Insertion Tool

175-.200 .250-.275 Part No. 91002-1

. : 215-

4.45-5.08 562152 6.35-6.99 56215-5

200-.225 .275-.300

. - 8215~

5.08-5.72 56215-3 6.99-7.62 56215-6
SOURCE: Catalog 82103 2267
- -}

Specilications 1-800-522-6752 1-800-722-1111

subject to change. Product Information Center/ AMP FAX Service Tooling/Technical Assistance Center
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