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Miniature Aluminum Electrolytic Capacitors
RADIAL LEADS, POLARIZED, NEW FURTHER REDUCED CASE SIZING, 
FROM NRWA WIDE TEMPERATURE RANGE

NRWS Series

CHARACTERISTICS

Note: Capacitors shall conform to JIS-C-5141, unless otherwise specifi ed here.
*1. Add 0.5 every 1000µF for more than 1000µF
*2. Add 1.0 every 1000µF for more than 1000µF

egnaRegatloVdetaR CDV001~3.6
egnaRecnaticapaC 000,51~1.0 µF

egnaRerutarepmeTgnitarepO C°501+~55-
ecnareloTecnaticapaC + )M(%02

02(@tnerruCegakaeL.xaM o )C
.nim1retfA 4roVC30.0 µ retaergsirevehcihw,A
.nim2retfA 3roVC10.0 µ retaergsirevehcihw,A

naT.xaM δ C°02/zH021@

)cdV(.V.W 3.6 01 61 52 53 05 36 001
)cdV(.V.S 8 31 02 23 44 36 97 521

C < 000,1 µF 82.0 42.0 02.0 61.0 41.0 21.0 01.0 80.0
002,2=C µF 03.0 62.0 22.0 81.0 61.0 41.0
003,3=C µF 23.0 82.0 42.0 02.0 81.0 61.0
007,4=C µF 43.0 03.0 62.0 22.0 02.0
008,6=C µF 63.0 23.0 82.0 42.0
000,01=C µF 83.0 43.0 03.0
000,51=C µF 65.0 25.0

ytilibatSerutarepmeTwoL
zH021@oitaRecnadepmI

C°02+Z/C°52-Z 5 4 3 2 2 2 2 2
C°02+Z/C°04-Z 21 01 8 5 4 4 4 4

.V.WdetaRC°501tatseTefiLdaoL
DV001~V61:sruoH000,2 > 01 ∅
srehtollA:sruoH000,1

egnahCecnaticapaC nihtiW + eulavderusaemlaitinifo%02
naT δ eulavmumixamdeificepsfo%002nahtsseL

tnerruCegakaeL eulavmumixamdeificepsnahtsseL

tseTefiLflehS
sruoH000,1C°501

daoLoN

egnahCecnaticapaC nihtiW + eulavderusaemlaitinifo%02
naT δ eulavmumixamdeificepsfo%002nahtsseL

tnerruCegakaeL eulavmumixamdeificepsnahtsseL

(paC µ )F
)cdV(egatloVgnikroW

3.6 01 61 52 53 05 36 001

01.0 - - - - - 01 - -
22.0 - - - - - 01 - -
33.0 - - - - - 01 - -
74.0 - - - - - 02 51 -
0.1 - - - - - 03 03 -
2.2 - - - - - 04 24 -
3.3 - - - - - 05 85 -
7.4 - - - - - 08 46 -
01 - - - - - 09 09 -
22 - - - - - 011 041 532
33 - - - - 021 021 002 003
74 - - - 051 041 081 042 033
001 - 051 051 042 081 013 003 054
022 061 042 042 073 063 005 025 007
033 042 052 073 004 085 056 567 059
074 052 073 054 065 056 008 069 0011
000,1 054 065 067 009 009 0011 0011
002,2 067 009 0011 0231 0041 0561
003,3 009 0011 0231 0061 0081 0002
007,4 1001 0241 0061 0091 0002
008,6 0241 0071 0091 0022
000,01 0071 0591 0032
000,51 0012 0042

MAXIMUM PERMISSIBLE RIPPLE CURRENT
(mA rms) AT 105°C AND 100KHz

(paC µ )F
)cdV(egatloVgnikroW

3.6 01 61 52 53 05 36 001

01.0 - - - - - 03 - -
22.0 - - - - - 02 - -
33.0 - - - - - 51 - -
74.0 - - - - - 01 51 -
0.1 - - - - - 0.7 5.01 -
2.2 - - - - - 5.5 3.8 -
3.3 - - - - - 0.4 0.6 -
7.4 - - - - - 08.2 02.4 -
01 - - - - - 03.2 08.2 -
22 - - - - - 02.2 04.2 38.0
33 - - - - 01.2 01.2 04.1 06.0
74 - - - 04.1 01.2 01.1 03.1 93.0
001 - 04.1 04.1 06.0 01.1 55.0 06.0 42.0
022 04.1 85.0 55.0 93.0 64.0 03.0 22.0 51.0
033 85.0 55.0 53.0 43.0 62.0 02.0 71.0 90.0
074 55.0 93.0 82.0 71.0 81.0 31.0 41.0 580.0
000,1 62.0 61.0 31.0 01.0 11.0 01.0 560.0 -
002,2 21.0 01.0 570.0 260.0 650.0 550.0 - -
003,3 01.0 470.0 450.0 340.0 830.0 530.0 - -
007,4 270.0 450.0 340.0 530.0 530.0 - - -
008,6 450.0 340.0 530.0 820.0 - - - -
000,01 340.0 530.0 820.0 - - - - -
000,51 230.0 820.0 - - - - - -

MAXIMUM Impedance (Ω) AT 20OC AND 100KHz

EX TEND ED TEM PER A TURE

  NRWA              NRWS
(today’s standard)             (reduced sizes)

RoHS 
Compliant

includes all homogeneous materials

*See Part Number System for Details
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Miniature Aluminum Electrolytic Capacitors

LEAD SPACING AND DIAMETER (mm)

NRWS Series

STANDARD PRODUCT AND CASE SIZE TABLE D φ x L (mm)

(paC µ )F edoC
)cdV(egatloVgnikroW

3.6 01 61 52 53 05 36 001

01.0 01R - - - - - 11x5 - -
22.0 22R - - - - - 11x5 - -
33.0 33R - - - - - 11x5 - -
74.0 74R - - - - - 11x5 11x5 -
0.1 0R1 - - - - - 11x5 11x5 -
2.2 2R2 - - - - - 11x5 11x5 -
3.3 3R3 - - - - - 11x5 11x5 -
7.4 7R4 - - - - - 11x5 11x5 -
01 001 - - - - - 11x5 11x5 -
22 022 - - - - - 11x5 11x5 5.11x8
33 033 - - - - 11x5 11x5 11x3.6 5.21x8
74 074 - - - 11x5 11x5 11x3.6 11x3.6 5.21x01
001 101 - 11x5 11x5 11x3.6 11x3.6 5.11x8 5.21x8 02x01
022 122 11x5 11x3.6 11x3.6 5.11x8 5.11x8 5.21x01 61x01 52x5.21
033 133 11x3.6 11x3.6 5.11x8 5.11x8 5.21x01 61x01 02x01 52x61
074 174 11x3.6 11x3.6 5.11x8 5.21x01 61x01 02x01 02x5.21 13x61
000,1 201 5.11x8 5.21x01 61x01 02x01 02x5.21 52x5.21 52x61 -
002,2 222 61x01 02x01 02x5.21 52x5.21 52x61 13x61 - -
003,3 233 02x01 02x5.21 52x5.21 52x61 63x61 63x81 - -
007,4 274 02x5.21 52x5.21 52x61 13x61 63x81 - - -
008,6 286 52x5.21 52x61 13x61 63x81 - - - -
000,01 301 52x61 13x61 63x81 - - - - -
000,51 351 63x61 63x81 - - - - - -

D(.aiDesaC ∅) 5 3.6 8 01 5.21 61 81

d(.aiDsdaeL ∅) 5.0 5.0 6.0 6.0 6.0 8.0 8.0
)F(gnicapSdaeL 0.2 5.2 5.3 0.5 0.5 5.7 5.7

.miD α 5.0 5.0 5.0 5.0 5.0 5.0 5.0

β = L < 20mm = 1.5mm, L > 20mm = 2.0mm

RIPPLE CURRENT CORRECTION FACTORS

dφ ± 0.05Insulation Sleeve

F ± 0.5

  Dφ ± α4mm
 Min.

15mm Min.   L + β max.

Polarity Marking

Cap. (µF) Frequency (Hz)
100 1K 10K ~

~ 47 0.50 0.80 1.0
>47 ~ 220 0.55 0.85 1.0

>220 ~ 1,000 0.65 0.90 1.0
>1,000 0.75 0.90 1.0

PART NUMBER SYSTEM
 NRWS  101  M  35V  6.3X11 F .
                                                            RoHS Compliant
                                                        Case Size (Dφ x L)
                                          Working Voltage (Vdc)
                                  Tolerance Code (M=20%)
                           Capacitance Code: First 2 characters                     
                           significant, third character is multiplier
              Series




